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OPERATION AND MAINTENANCE
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Operation and Maintenance Section:

No. 1 — Detention Ponds

Maintenance
Component

Defect

Conditions When Maintenance Is
Needed

Results Expected When
Maintenance Is Performed

General

Trash & Debris

Any trash and debris which exceed &
cubic feet per 1,000 square feet (this
is about equal to the amount of trash
it would take to fill up one standard
size garbage can). In general, there
should be no visual evidence of
dumping.

If less than threshold all trash and
debris will be removed as part of next
scheduled maintenance.

Trash and debris cleared from site.

Poisonous
Vegetation and
noxious weeds

Any poisonous or nuisance
vegetation which may constitute a
hazard to maintenance personnel or
the public.

Any evidence of noxious weeds as
defined by State or local regulations.

(Apply requirements of adopted IPM
policies for the use of herbicides).

No danger of poisonous vegetation
where maintenance personnel or the
public might normally be. (Coordinate
with local health department)

Complete eradication of noxious weeds
may not be possible. Compliance with
State or local eradication policies
required

Contaminants Any evidence of oil, gasoline, No )
and Pollution contaminants or other pollutants centaminants
) ] orpethianis

{Coordinate removal/cleanup with present

local water quality response agency).

Rodent Holes

Any evidence of rodent holes if
facility is acting as a dam or berm, or
any evidence of water piping through
dam or berm via rodent holes.

Rodents destroyed and dam or berm
repaired. (Coordinate with local health
department; coordinate with Ecology
Dam Safety Office if pond exceeds 10
acre-feet.)

Eaglemont

Technical Information Report




Maintenance
Component

Defect

Conditions When Maintenance Is
Needed

Results Expected When
Maintenance Is Performed

Beaver Dams

Dam results in change or function of
the facility.

Facility is returned to design function.

(Coordinate trapping of beavers and
removal of dams with appropriate
permitting agencies)

Insects

When insects such as wasps and
hornets interfere with maintenance
activities.

Insects destroyed or removed from site.

Apply insecticides in compliance with
adopted IPM policies

Tree Growth
and Hazard
Trees

Tree growth does not allow
maintenance access or interferes
with maintenance activity (i.e., slope
mowing, silt removal, vactoring, or
equipment movements). If trees are
not interfering with access or
maintenance, do not remove

If dead, diseased, or dying trees are
identified

(Use a certified Arborist to determine
health of tree or removal
requirements)

Trees do not hinder maintenance
activities. Harvested trees should be
recycled into mulch or other beneficial
uses (e.g., alders for firewood).

Remove hazard Trees

Side Slopes
of Pond

Erosion

Eroded damage over 2 inches deep
where cause of damage is still
present or where there is potential for
continued erosion.

Any erosion observed on a
compacted berm embankment.

Slopes should be stabilized using
appropriate erosion control measure(s);
e.g., rock reinforcement, planting of
grass, compaction.

If erosion is occurring on compacted
berms a licensed civil engineer should
be consulted to resolve source of
erosion.

Storage Area

Sediment

Accumulated sediment that exceeds
10% of the designed pond depth
unless otherwise specified or affects
inletting or outletting condition of the
facility.

Sediment cleaned out to designed pond
shape and depth; pond reseeded if
necessary to control erosion.

Liner (If
Applicable)

Liner is visible and has more than
three 1/4-inch holes in it.

Liner repaired or replaced. Liner is fully
covered.
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Maintenance
Component

Defect

Conditions When Maintenance Is
Needed

Results Expected When
Maintenance Is Performed

Pond Berms
(Dikes)

Settlements

Any part of berm which has settled 4
inches lower than the design
elevation.,

If settlement is apparent, measure
berm to determine amount of
settlement.

Settling can be an indication of more
severe problems with the berm or
outlet works. A licensed civil
engineer should be consulted to
determine the source of the
settlement.

Dike is built back to the design
elevation.

Piping

Discernable water flow through pond
berm. Ongoing erosion with potential
for erosion to continue.

(Recommend a Goethechnical
engineer be called in to inspect and
evaluate condition and recommend
repair of condition.

Piping eliminated. Erosion potential
resolved.

Emergency
Overflow/
Spillway and
Berms over 4
feet in height.

Tree Growth

Tree growth on emergency spillways
creates blockage problems and may
cause failure of the berm due to
uncontrolled overtopping.

Tree growth on berms over 4 feet in
height may lead to piping through the
berm which could lead to failure of
the berm.

Trees should be removed. If root
system is small (base less than 4
inches) the root system may be left in
place. Otherwise the roots should be
removed and the berm restored. A
licensed civil engineer should be
consulted for proper berm/spillway
restoration.

Piping

Discernable water flow through pond
berm. Ongoing erosion with potential
for erosion to continue.

(Recommend a Goethechnical
engineer be called in to inspect and
evaluate condition and recommend
repair of condition.

Piping eliminated. Erosion potential
resolved.

Emergency
Overflow/
Spillway

Emergency
Overflow/
Spillway

Only one layer of rock exists above

native soil in area five square feet or
larger, or any exposure of native soil
at the top of out flow path of spillway.

(Rip-rap on inside slopes need not be
replaced.)

Rocks and pad depth are restored to
design standards.

Erosion

See “Side Slopes of Pond”

No. 4 — Control Structure/Flow Restrictor

Condition When Maintenance is Needed

Technical Information Report

Maintenance Defect Results Expected

Component When Maintenance
is Performed

General Trash and Debris Material exceeds 25% of sump depth or 1 Control structure

(Includes Sediment) foot below orifice plate. orifice is not blocked.
All trash and debris
removed.
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Structural Damage

Structure is not securely attached to
manhole wall.

Structure securely
attached to wall and
outlet pipe.

Structure is not in upright position (allow up
to 10% from plumb).

Structure in correct
position.

Connections to outlet pipe are not watertight
and show signs of rust.

Connections to outlet
pipe are water tight;
structure repaired or
replaced and works
as designed.

Any holes--other than designed holes--in the
structure.

Structure has no
holes other than
designed holes.

Cleanout Gate

Damaged or Missing

Cleanout gate is not watertight or is missing.

Gate is watertight
and works as
designed.

Gate cannot be moved up and down by one
maintenance person.

Gate moves up and
down easily and is
watertight.

Chain/rod leading to gate is missing or
damaged.

Chain is in place and
works as designed.

Gate is rusted over 50% of its surface area.

Gate is repaired or
replaced to meet
design standards.

(No. 5).

Orifice Plate Damaged or Missing | Control device is not working properly due to | Plate is in place and
missing, out of place, or bent orifice plate. works as designed.
Obstructions Any trash, debris, sediment, or vegetation Plate is free of all
blocking the plate. obstructions and
works as designed.
Overflow Pipe Obstructions Any trash or debris blocking (or having the Pipe is free of all
potential of blocking) the overflow pipe. obstructions and
works as designed.
Manhole See “Closed See “Closed Detention Systems” (No. 3). See “Closed
Detention Systems” Detention Systems”
(No. 3). (No. 3).
Catch Basin See "Catch Basins” See "Catch Basins" (No. 5). See "Catch Basins”

(No. 5).

No. 5 — Catch Basins

Maintenance Defect Conditions When Maintenance is Needed Results Expected When
Component Maintenance is
performed
General Trash & Trash or debris which is located immediately | No Trash or debris located
Debris in front of the catch basin opening or is immediately in front of
blocking inletting capacity of the basin by catch basin or on grate
more than 10%. opening.
Trash or debris (in the basin) that exceeds 60 | No trash or debris in the
percent of the sump depth as measured from | catch basin.
the bottom of basin to invert of the lowest
pipe into or out of the basin, but in no case
less than a minimum of six inches clearance
from the debris surface to the invert of the
lowest pipe.
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Trash or debris in any inlet or outlet pipe
blocking more than 1/3 of its height.

Inlet and outlet pipes free
of trash or debris.

Dead animals or vegetation that could
generate odors that could cause complaints
or dangerous gases (e.g., methane).

No dead animals or
vegetation present within
the catch basin.

Sediment

Sediment (in the basin) that exceeds 60
percent of the sump depth as measured from
the bottom of basin to invert of the lowest
pipe into or out of the basin, but in no case
less than a minimum of 6 inches clearance
from the sediment surface to the invert of the
lowest pipe.

No sediment in the catch
basin

Structure
Damage to
Frame and/or
Top Slab

Top slab has holes larger than 2 square
inches or cracks wider than 1/4 inch

(Intent is to make sure no material is running
into basin).

Top slab is free of holes
and cracks.

Frame not sitting flush on top slab, i.e.,
separation of more than 3/4 inch of the frame
from the top slab. Frame not securely
attached

Frame is sitting flush on
the riser rings or top slab
and firmly attached.

Fractures or

Maintenance person judges that structure is

Basin replaced or repaired

Cracks in unsound. to design standards.
Basin Walls/
Bottom
Grout fillet has separated or cracked wider Pipe is regrouted and
than 1/2 inch and longer than 1 foot at the secure at basin wall.
joint of any inlet/outlet pipe or any evidence of
soil particles entering catch basin through
cracks.
Settlement/ If failure of basin has created a safety, Basin replaced or repaired

Misalignment

function, or design problem.

to design standards.

Vegetation

Vegetation growing across and blocking more
than 10% of the basin opening.

No vegetation blocking
opening to basin.

Vegetation growing in inlet/outlet pipe joints
that is more than six inches tall and less than
six inches apart.

No vegetation or root
growth present.
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misalignment, rust, cracks, or sharp edges.

Maintenance Defect Conditions When Maintenance is Needed Results Expected When
Component- - Maintenance is
performed
Contamination | See "Detention Ponds" (No. 1). No pollution present.
and Pollution
Catch Basin Cover Not in Cover is missing or only partially in place. Catch basin cover is
Cover Place Any open catch basin requires maintenance. | closed
Locking Mechanism cannot be opened by one Mechanism opens with
Mechanism maintenance person with proper tools. Bolts | proper tools.
Not Working into frame have less than 1/2 inch of thread.
Cover Difficult | One maintenance person cannot remove lid Cover can be removed by
to Remove after applying normal lifting pressure. one maintenance person.
(Intent is keep cover from sealing off access
to maintenance.)
Ladder Ladder Rungs | Ladder is unsafe due to missing rungs, not Ladder meets design
Unsafe securely attached to basin wall, standards and allows

maintenance person safe
access.

Metal Grates
(If Applicable)

Grate opening
Unsafe

Grate with opening wider than 7/8 inch.

Grate opening meets
design standards.

Trash and Trash and debris that is blocking more than Grate free of trash and
Debris 20% of grate surface inletting capacity. debris.

Damaged or Grate missing or broken member(s) of the Grate is in place and
Missing. grate. meets design standards.

No. 5-Catch B

asins

Maintenance Defect Condition When Maintenance is Results Expected When
Components Needed Maintenance is Performed
General Trash and Trash or debris that is plugging more Barrier cleared to design flow
Debris than 20% of the openings in the barrier. capacity.
Metal Damaged/ Bars are bent out of shape more than 3 Bars in place with no bends more
Missing inches. than 3/4 inch.
Bars.
Bars are missing or entire barrier Bars in place according to design.
missing.
Bars are loose and rust is causing 50% Barrier replaced or repaired to
deterioration to any part of barrier. design standards.
Inlet/Outlet Debris barrier missing or not attached to | Barrier firmly attached to pipe
Pipe pipe

No. 7 — Energy Dissipaters

Maintenance Defect Conditions When Maintenance is Results Expected When
Components Needed Maintenance is Performed
External:
Rock Pad Missing or Only one layer of rock exists above Rock pad replaced to design
Moved Rock | native soil in area five square feet or standards.
larger, or any exposure of native soil.
Erosion Soil erosion in or adjacent to rock pad. Rock pad replaced to design
standards.
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Dispersion Trench | Pipe Accumulated sediment that exceeds Pipe cleaned/flushed so that it
Plugged with | 20% of the design depth. matches design.
Sediment
Not Visual evidence of water discharging at Trench redesigned or rebuilt to
Discharging | concentrated points along trench (normal | standards.
Water condition is a "sheet flow” of water along
Properly trench). Intent is to prevent erosion
damage.
Perforations | Over 1/2 of perforations in pipe are Perforated pipe cleaned or
Plugged. plugged with debris and sediment. replaced.
Water Flows | Maintenance person observes or Facility rebuilt or redesigned to
Out Top of receives credible report of water flowing standards.
“Distributor” | out during any storm less than the design
Catch Basin. | storm or its causing or appears likely to
cause damage.
Receiving Water in receiving area is causing or has | No danger of landslides.
Area Over- potential of causing landslide problems.
Saturated
Internal:
Manhole/Chamber | Worn or Structure dissipating flow deteriorates to | Structure replaced to design
Damaged 1/2 of original size or any concentrated standards.
Post, worn spot exceeding one square foot
Baffles, Side | which would make structure unsound.
of Chamber
Other See “Catch Basins” (No. 5). See “Catch Basins” (No. 5).
Defects

No. 11 — Wetponds
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Maintenance Defect Condition When Maintenance | Results Expected When Maintenance is
Component is Needed Performed -
General Water level First cell is empty, doesn't hold Line the first cell to maintain at least 4 feet
water. of water. Although the second cell may
drain, the first cell must remain full to
control turbulence of the incoming flow
and reduce sediment resuspension.

Trash and Accumulation that exceeds 1 Trash and debris removed from pond.

Debris CF per 1000-SF of pond area.

Inlet/Outlet Inlet/Outlet pipe clogged with No clogging or blockage in the inlet and

Pipe sediment and/or debris material. | outlet piping.

Sediment Sediment accumulations in Sediment removed from pond bottom.

Accumulation | pond bottom that exceeds the

in Pond depth of sediment zone plus 6-

Bottom inches, usually in the first cell.

Oil Sheen on | Prevalent and visible oil sheen. | Qil removed from water using oil-

Water absorbent pads or vactor truck. Source of
oil located and corrected. If chronic low
levels of oil persist, plant wetland plants
such as Juncus effusus (soft rush) which
can uptake small concentrations of oil.

Erosion Erosion of the pond’s side Slopes stabilized using proper erosion

slopes and/or scouring of the control measures and repair methods.
pond bottom, that exceeds 6-

inches, or where continued

erosion is prevalent.

Settlement of | Any part of these components Dike/berm is repaired to specifications.

Pond that has settled 4-inches or

Dike/Berm lower than the design elevation,

or inspector determines
dike/berm is unsound.

Internal Berm | Berm dividing cells should be Berm surface is leveled so that water

level. flows evenly over entire length of berm.

Overflow Rock is missing and soil is Rocks replaced to specifications.

Spillway exposed at top of spillway or

outside slope.
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